
 

Technical card 
 

ANGRO NEO 
 
DESCRIPTION: Cement mixture for bonding and plastering of graphite thermal insulation 

boards. 
INTENDED PURPOSE: ANGRO NEO is a high quality adhesive-putty mixture for bonding and plastering 

of graphite thermal insulation boards. 
PROPERTIES:            Easy to apply, vapor permeable, open operation time, increased strength, 

excellent adhesion to graphite thermal insulation boards. 
PACKAGING:  Paper bag - 25 kg, in pallet - 48 pcs. (1200 kg); 

CONSUMPTION RATE: For bonding: 4.5-5.5 kg/m2, plastering – 3.5-4 kg/m2. 

COMPOSITION: Cement-based mixture modified with high quality polymer and cellulose 
additives. 

DATE OF EXPIRY: 12 months from the date of manufacture in an unopened original packaging. 
STORAGE: To be stored in a tightly closed original packaging in a dry and cool place on 

wooden pallets. 
SUBSTRATE PREPARATION: It can adhere to concrete, plaster, putty and more. The substrate must be well 

cleaned and sound. No laying should be allowed on loose and oil-painted 
substrates, on oil stains, dust, etc. 

LAYING AND PROCESSING: 6.0-6.5 liters of water are required to dissolve the mixture (25 kg).  The resulting 
mixture should be stirred with an electric stirrer until a homogeneous mixture is 
obtained. If necessary, water or mixture should be added until the required 
density is obtained. The mixture thus stirred should be allowed to mature for 
about 10 minutes, then should be stirred again and will be ready for use. 

 It is not recommended to add cement, sand, etc. to the adhesive as this will 
lead to deterioration. 

 The bonding of the thermal insulation boards should be carried out in 
dry weather with the minimum 24-hour air temperature and the 
substrate should not be lower than + 5оC and the maximum - not higher 
than + 30оC. 

  Bonding: If the substrate is smooth and even, apply the ready mixture 
with a square notch trowel forming ridges with the notched side of the trowel - 
notch size 8-10mm. If the substrate is uneven, the solution should be applied in 
the form of a strip (with a width of 4-5 cm) on the circumference of the 

insulation board, and several “balls” of the ready mixture shall be applied inside 

this strip. Dowelling can be started no earlier than 24 hours after bonding.  

TECHNICAL DATA:  
 

Indicator Test results 

Compressive strength on day 28 ≥6 N/mm2 

Bonding strength to polystyrene: after 28 days under normal conditions ≥80 кРа 

Bonding strength to polystyrene: after 3 cycles of conditioning ≥80 кРа 

Capillary water absorption coefficient - c ≤0,2kg/m2.min0.5 

 
NOTES:  As a manufacturer, we guarantee the quality of the product, but we are not 

responsible for the manner and conditions of its use.  


